True A.C. And D.C. Photovoltaic
Isolators

From 16A - 4OA, these PV isolators are
specifically designed to meet the unique
requirements of Solar Panel technology

Pure Value for Money




Our range of Photovoltaic isolators, developed to meet the unique requirements of
Solar Panel technology and based upon our well-established i-switch family of products
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Rating Max Voltage Format Cat.No. Enclosure IP Rating Rating MaxVoltage Format Cat.No. Enclosure IPRating
TrueD.C.2P EPV162 PA /ABS 1P66 2P EDP252
1000V .;TWi: I‘\:r;ay;P PVP1622 25A 690V 3P EDP253 PA/ABS IP66
rueb.C.2Xx 3P+N | SDP253N
PC/ABS IP65
16A 2P | EDP322
1500V TrueD.C.4P PVP164
32A 690V 3P EDP323 PA/ABS IP66
TrueD.C.2P EPV252 PA/ABS IP66 3P+N | SDP323N
soov ey b | EDPRoR PA/ABS
- True PVP2522 | PC/ABS IP65 5OA 690V 3P | eppso3 P65
D.C.2x2P
3P+N | SDP4O3N | PC/ABS
TrueD.C.3P EPV253 PA/ABS 1P66
1000V Other ratings are available on request
TrueD.C.4P PVP254 PC/ABS P65
TrueD.C.2P EPV322 PA/ABS 1P66
600V “Twi "
TWIRAMMaY" | op3222 | pe/aBs P65 Product Features:
32A TrueD.C.2x 2P
TrueD.C.3P EPV323 | PA/ABS 1P66 - Available from 16A- LOA
1000V .
TrueDC.UP | PVP32: | PC/ABS IP65 - Operating voltage up to 1,500V d.c
TrueD.C.2P EPV402 | PA/ABS 1P66 - Botha.c. & d.c. options available
L0V “Twin Array” - Ingress protection up to IP66
True PVP4022 PC/ABS P65 - Disconnectors for twin arrays
D.C.2x2P A .
x - Competitively priced
LOoA 800V TrueD.C.3P EPV403 PA/ABS P66
1000V TrueD.C.4P PVPLOYL PC/ABS IP65

Contact our sales team now on: Craig & Derricott Ltd
t: +44 (0) 1543 375541 46 Hall Lane,
e: sales@craigandderricott.com Walsall Wood,

w: www.craigandderricott.com Walsall,
West Midlands
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